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MUT1000EL

	Excellent price performances ratio
	Easy and time-saving installation
	Less mechanical resistance
	External coating for offshore or subsoil installation. Optional paint certified for C4 class environment
	Wide choice of materials for housing including SS304 and SS316
	Robust, fully welded and potted construction
	Empty pipe electrode supplied as a standard (≥ DN50)
	Bi-directional measure
	Coupled with any Euromag converters
	In house wet calibration for all diameters

 

MUT1100J



MUT2100F

	The electromagnetic flowmeter designed for food industry
	Full range of process connections: Triclamp, DIN11851 or SMS1146
	0.2% accuracy
	IP68 Protection Class
	GSM Enabled
	AC, Battery, Solar Powered
	European directive 2014/32/EU MID (pending)

	EHEDG and 3A (pending)

	PTFE conform to WRAS, FDA and DPR 777/82 and DM 21/09/773 approvals

	Atex - IECEx (separate version)

	CE


 

The perfect flowmeter designed for agricultural market
 
Economic and ecologic solution – low investment and maintenance costs, very accurate measurement
Flow tube made in Noryl ™ resistant to aggressive liquids and fertilizers
	Light weight and compact dimensions
	Body protected with cataphoresis treatment, and fully potted
	Grounding rings not required thanks to the third electrode
	Temperature of the liquid between 0°C and + 80°C
	Bi-directional measure
	Coupled with any Euromag converters
	In house wet calibration for all diameters
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